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To Company’s Chief Executive
To Purchasing Manager

Quotation
Kazantikorsnab, LLP, an official dealer of KARABASHSKY ABRAZIVE FACTORY, LLC, sells ТУ 3989-001-14850363-2004 ABRASIVE DUST in Big Box container per 1 ton. Shipment is carried out the railway gondolas from storehouses of Aktobe city, Aktau city, Atyrau city. The fraction composition is from 0,5 to 2,5 mm. 1000 tons of it are always carried on stock.
The abrasive dust is distinguished in the different manufacturing sectors under various names: Cooper slag (cooperslag, cooproslag, nickelslag, grainslag), mineral fraction, screened size, sandblasting grain, sandblasting sand and etc. Abrasive dust is intended for spray cleaning of the following surfaces: Metal surface. The abrasive dust disposes of old covers, iron scales, corrosion and prepares a surface before application of protective cover;
We offer you the complex supply by equipment for carrying-out anticorrosive works:
- Abrasion-resistant equipment and repair parts (CONTRACTOR, AIRBLAST, DSG);

- Paint equipment, repair parts and repair kit components (GRAGO, WAGNER, CONTRACTOR);
- Device for checking of surface quality before and after painting (ELCOMETR). The range of varnish-and-paint production offered by Kazantikorsnab, LLP, is widespread as to a sphere of application, so by color. Given that Kazakhstan is a region with developed oil and chemical industries, the main specialization of the company is varnish-and-paint materials for anticorrosive treatment of various steel constructions under the conditions of a high corrosion surface of the industrial environment. Nevertheless, for carrying-out of the general and repair constructions, we provide the consumers the traditional materials.
	Fraction composition (mm)
	Characteristics under the sandblasting, hydrablasting and other blast cleaning

	Price with VAT t.

	0,5 – 2,5
	Availability of (main fraction) is more than 90 per cent from the total mass; it cleans metal surface  from old cover, mill scales and corrosion of the average gravity; forms unevenness of 60-100 mkm., it is possible to be particulate re-using under balling-up and recuperation.
	Contract price


Abrasive dust is packed in the Big Bag strong inflatable containers – 1 (big bag) holds 1 (one) ton with polyethylene bags. The waterproof packaging provides possibility to keep the abrasive material outdoors particularly in unfavourable weather conditions (rain, snow) without property change.
The delivery is carried out the railway wagons (cargo capacity of a wagon is 70 tons) as well as vehicles (20 tons) from storehouses of Aktobe city, Aktau city, Atyrau city. 1000 tons are always carried on stock.
Pak Yevgeny Ruslanovich, Director of Kazantikorsnab, LLP, (7132) 755-081, fax 755-082, 
mob. 8-705-444-26-04, 548020@mail.ru, Skype: www.kazsnab.kz
Nozzles
	Nozzles of CTC series.  Venturi wear-resisting sandblasting nozzles from tungsten carbide (ТС).

 

Characteristics
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Durability — to 400 hours.
Cover: Aluminum / rubber.
Thread: Aluminum, 50 mm under NHP nozzle plate.
Entrance hole: 32 mm.



	Order code
Model
Description
12542

CTC-6.5

Venturi Nozzle, tungsten carbide, 6.5 mm x 130 mm
12543

CTC-8.0

Venturi Nozzle, tungsten carbide, 8.0 mm x 150 mm
12544

CTC-9.5

Venturi Nozzle, tungsten carbide, 9.5 mm x 170 mm
12545

CTC-11.0

Venturi Nozzle, tungsten carbide, 11.0 mm x 200 mm
12546

CTC-12.5

Venturi Nozzle, tungsten carbide, 12.5 mm x 210 mm


	Nozzles of UBC series. Venturi wear-resisting sandblasting nozzles from boron carbide (В4С).
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Durability — to 1000 hours.
Cover: Aluminum /Polyurethane protector.
Thread: Aluminum, 50 mm under NHP nozzle plate.
Entrance hole: 32 mm.

	

	Order code
	Model
	
	Description

	12022
	UBC-6.5
	
	Venturi Nozzle, boron carbide 6.5 mm x 130 mm

	12023
	UBC-8.0
	
	Venturi Nozzle, boron carbide 8.0 mm x 150 mm

	12024
	UBC-9.5
	
	Venturi Nozzle, boron carbide 9.5 mm x 170 mm

	12025
	UBC-11.0
	
	Venturi Nozzle, boron carbide 11.0 mm x 200 mm

	12026
	UBC-12.5
	
	Venturi Nozzle, boron carbide 12.5 mm x 210 mm


Sandblasting sleeves
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	Order code
	Model/ sleeve’s diameter
		Sleeve’s length 

	12101 

	25      /        25 x 39 mm 

		40 m 


	12102 

	32       /        32 x 48 mm
		40 m 



	

	Engineering information: process pressure is 12 bar, bursting pressure is 36 bar, operating temperature is from  -300С to +790С , durability is 60-70 mm3, , outside surface is  fabric braiding.


Pak Yevgeny Ruslanovich, Director of Kazantikorsnab, LLP, (7132) 755-081, fax 755-082, mob. 8-705-444-26-04, 548020@mail.ru, Skype: www.kazsnab.kz
NHP Nozzle plates
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	Order code
	Model 
	

	12201
	NHP-1
	

	12202 
	NHP-2
	

	12203 
	Rubber seal for NHP-1
	

	12204 
	Rubber seal for NHP-1
	


CQP Crab engagement 
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	Order code
	Model 
	

	12301
	CQP-1 Quick-disconnect engagement for sleeve 25 x 39 mm
	

	12302 
	CQP-2 Quick-disconnect engagement for sleeve 32 x 48 mm
	

	12303 
	Rubber seal for CQP
	


We offer you complex supply by equipment for carrying-out anticorrosive works
Movable abrasive blasting facility unit of forcing type
Application:
- cleaning of steel and concrete structures from corrosion, old paint and other layers, surfaces preparation before applying anticorrosive coverings. 
Abrasive materials: Abrasive dust
- steel or iron shot, steel sand, electrocorundum or silicon carbide, other light abrasive materials;
- abrasive material should be dry, clean, does not contain traces of oil, dirt, corrosion.
· Big diameter wheels are installed, so that it greatly reduces manipulation with the installation under its movement.
 
Pak Yevgeny Ruslanovich, Director of Kazantikorsnab, LLP, (7132) 755-081, fax 755-082, mob. 8-705-444-26-04, 548020@mail.ru, Skype: www.kazsnab.kz
DSG-SP
	


   
	Movable abrasive blasting facility units’ volume:  
	  Standard equipment: 

	
	 
100 liters
 
200 liters
 
	A- (Sieve, deck, gate, nozzle plate, connection kits for abrasive blasting sleeve connection, connection kits for pressure air connection, sandblasting sleeve is 20m, Venturi Nozzle, tungsten carbide,  6,5 mm ) 

B- (Sieve, deck, gate, nozzle plate, connection kits for abrasive blasting sleeve connection, connection kits for pressure air connection, sandblasting sleeve is 20m,  Venturi Nozzle, tungsten carbide, 8.0 mm)



	
	
	


Remotely operated DSG-SP-DU
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	Movable abrasive blasting facility units’ volume: 
	   Standard equipment:

	
	 

100 liters 

 

200 liters
 
	A- (Sieve, deck, gate, nozzle plate, connection kits for abrasive blasting sleeve connection, connection kits for pressure air connection, remote-controlled operation with a push button, dampener and tube coil TWIN 20 meters, sandblasting sleeve is 20 m, Venturi Nozzle, tungsten carbide,  6,5 mm )

B- (Sieve, deck, gate, nozzle plate, connection kits for abrasive blasting sleeve connection, connection kits for pressure air connection, sandblasting sleeve is 20 m, Venturi Nozzle, tungsten carbide, 8.0  mm. remote-controlled operation with a push button, dampener and tube coil TWIN 20 meters.)

 

	
	 Remote-controlled operation allows for abrasive blasting works without benefit of odd man.


On this occasion, we would like to show respect and wish luck in your work.
 Pak Yevgeny Ruslanovich,

Director of Kazantikorsnab, LLP, 

(7132) 755-081, fax 755-082 
mob. 8-705-444-26-04,

Skype: www.kazsnab.kz
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